
Reventlowsvej 46  ·  5600 Faaborg  ·  Denmark  ·  Tlf. (+45) 62 65 12 62

mail@korinthrorfabrik.dk  ·  www.korinthrorfabrik.dk

K O R I N T H  R Ø R F A B R I K  A / S

Korinth cyclones
The original

ø 400-950



A spiral/coned cyclone filter or cyclone separator works 
by using centrifugal force to separate dust, dirt or
particles from air, wood, metal, fish, and animal feed 
industry etc. Smart and simple with no moving parts.

1: Inlet with speed
Air (or liquid) with dust is sucked into the side of the 
cyclone so that it starts to rotate.

2: Rotation = Centrifugal force
The rotating movement pushes the heavy particles out 
against the wall of the cyclone.

3. Particles fall down
When the particles hit the walls, they lose speed and fall 
to the bottom and are directed to a collection container 
or into production via a screw.

4. Cleaner air out
The lighter, cleaner air moves up the middle and 
leaves the cyclone through the exhaust at the top 
of the cyclone.
 
We produce cyclones in galvanized steel, mild steel 
and stainless steel. The thickness of the steel depends 
on the size of the chosen cyclone.

Typically, they are produced in 1 mm - 3 mm sheet 
metal. The cyclones are available in dip-pickled steel, 
hot-dip galvanized steel, or as a coated mild steel versi-
on in a customer-selected RAL colour.

The cyclones are welded up and come in several parts 
depending on the size of the cyclone. All connections 
come with a fully welded flange.
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Cyclone Filters: 
Robust, Maintenance-
Free Separation for 
Industrial Applications Pl
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Korinth cyclones
The original

ø 400-950
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Dim	 Kapacitet	 A	 B	 D×E	 L	 M

Ø400	 900 m³/h	 400	 200	 100×150	 850	 1000

Ø450	 1200 m³/h	 450	 250	 100×200	 850	 1000

Ø500	 1500 m³/h	 500	 250	 125×200	 900	 1050

Ø550	 1850 m³/h	 550	 300	 125×200	 1000	 1050

Ø600	 2200 m³/h	 600	 300	 150×200	 1100	 1150

Ø650	 2600 m³/h	 650	 350	 150×250	 1100	 1150

Ø700	 3000 m³/h	 700	 350	 175×250	 1100	 1250

Ø750	 3500 m³/h	 750	 400	 175×300	 1200	 1250

Ø800	 4000 m³/h	 800	 400	 200×300	 1300	 1300

Ø850	 4500 m³/h	 850	 450	 200×350	 1300	 1300

Ø900	 5000 m³/h	 900	 500	 200×350	 1300	 1400

Ø950	 5500 m³/h	 950	 500	 225×350	 1300	 1400

Cone outlet: Ø150 – Ø200 (on request)
Q = R + 50 mm
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